METRO DOOR

METRO-GUARD SPECIFICATIONS
Furnish Window Shutter by Metro Door 

1-800-669-3667

CURTAIN - Clear anodized extruded aluminum interlocking slats of 6063 alloy, 1-1/2" width, 1/2" depth, and .050" thickness. Solid and perforated slats available. Perforated slat hole pattern consists of staggered 3/16” diameter perforation 1/16” apart.
BOTTOM BAR - Curtain shall be attached to a 1 1/2" x 1 1/2" x 1/8” aluminum angle extrusion.

Finish to be clear anodized. Two piece tubular aluminum extrusion with cylinder lockable two point lock mechanism optional.
COUNTER-BALANCE ASSEMBLY - Consisting of tempered helical torsion springs enclosed within a steel axle. Deflection of shaft not to exceed .03" per lineal foot. Axle and curtain coil fully enclosed in 0.040”, clear or bronze finished, aluminum curtain box.
END CAPS – Cast aluminum end caps with galvanized steel interior safety plates and steel reinforced guide rail mounting pins.
GUIDES RAILS - 2 5/16" x 1 1/8" aluminum extrusions. Guide rails to be fitted with rail guard inserts to eliminate metal contact. Finish to be clear or bronze.

FINISH – Curtain and bottom bar to be clear anodized. Clear or bronze available on all other surfaces.
LOCKING – Galvanized steel slide bolts standard on angle type bottom bars. Optionally, a mortise type cylinder lockable two point lock is available which provides positive locking into both jambs simultaneously from one cylinder on exterior, interior, or both sides. Tamper proof thumb turn operation  on the interior side for emergency egress is also available.

